No. DESCRIPTION MATERIAL SIZE A B C D E
1 STEM LOW LEAD BRASS ALLOY 374 750 (2.314| .840 (3.210|3.154
[=4 0-RING EPDM D2000 1 1,000 |2.625]| 1,150 (4,169 (3.775
3 BALL LOW LEAD BRASS ALLOY
4 GASKET - SEAL NITRILE D2000
S BODY CAST LOW LEAD BRASS ALLOY
6 END PIECE CAST LOW LEAD BRASS ALLOY
7 O-RING EPDM D2000
8 CAP CAST BRASS ASTM B62 ALLOY C83600
9 SOLID PIN AISI 303 STAINLESS STEEIL /_®
10 SADDLE NUT CAST BRASS ASTM B62 ALLOY/CRI3eOOD —— —— — —— —\\
11 SNAP RING COPPER ALLOY CDAS21 “‘\("__
12 | RUBBER GASKET NITRILE D2000 8 E)
13 ROLLPIN ASTM B294 COPPER BERYLLIN @\ N Q 1
14 HANDLE CAST BRASS ASTM B62 ALLOY C83600 u’ AN 7
,’// /,/ \
’//////// 6 B
?A
/ N\ \\ N C
@— | v |
10 S NPT THREADS
D
NOTE: ALL WETTED PARTS ARE LOW LEAD BRASS ALLOY
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