
RESILIENT WEDGE GATE VALVES & 
SUPER CENTURION® FIRE HYDRANTS
With HYMAX Grip® Restraint
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INTRODUCING MUELLER RESILIENT WEDGE GATE VALVE AND SUPER CENTURION®  
FIRE HYDRANT WITH HYMAX GRIP® RESTRAINT 
The HYMAX Grip® restraint is offered on 4˝-12˝ A-2361 Mueller Resilient Wedge Gate Valves and Super Centurion® 250 Fire Hydrants.  
The HYMAX Grip restraint is a versatile single-bolt restraint capable of joining a wide selection of pipe types and diameters, resulting in 
easier, more flexible installations.   

FLEXIBILITY
• Joins and restrains pipes of different 

types and diameters
• Works with Ductile Iron, Cast Iron, 

PVC, and HDPE
• Dynamic deflection up to 4 degrees 

per grip joint end

CONFIGURATIONS
A-2361 RESILIENT WEDGE GATE VALVE
• Sizes 4" - 12" HYMAX Grip x HYMAX  

Grip and HYMAX Grip x Flange
• 1.5"/2" HYMAX Grip x HYMAX Grip 
• 6" HYMAX Grip x MJ
• AWWA C515 Rated to 250 PSIG  
• Certified to ANSI/NSF 61 and/or 372

SUPER CENTURION 250 FIRE HYDRANT
• Size 5-1/4" - Elbow shoe
• Size 4-1/2" - Elbow shoe
• ANSI/AWWA C502 Rated to 250 PSIG
• Certified to ANSI/NSF 61 and 372

EASY INSTALLATION
• No assembly required 
• Stab-fit design 
• Easy-to-access top-facing bolt 
• Pressure-assist gasket and restraint 

technology

1  Nuts, Bolts, & Washers - 304 Stainless Steel Rolled  

          Thread & Anti-Galling coating

2  Spherical Spacers - 304 Stainless Steel

 3   Gasket Bridge - 304 Stainless Steel

4    End Ring - Ductile Iron Casting ASTM A536

5    Grippers - Metal Injection Molding, hardened and coated 

6   Gasket - EPDM compounded for water applications

7   Coating - 100% Fusion Bonded Epoxy
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